LEGEND EARTHWORK:

CUT VOLUME: 589 CUBIC YARDS

PORTION OF SITE APPROVED BY BOARD OF
SUPERVISORS ON DECEMBER 17, 2019 UNDER
CREEKSIDE PLAZA PROJECT

(210-0009,/P10-0012,/PD10-0005)

FILL VOLUME: 28,959 CUBIC YARDS

PROPOSED CONTOUR ~  ————— 50— ——————
EXISTING CONTOUR 50
PROPOSED RIDGE LINE R
PROPOSED GRADE BREAK 2
PROPOSED GRADING SLOPE 1.00%
SPOT ELEVATION \_50.40
MATCH EXISTING ELEVATION \_50.45+ ME -
TOP OF CONCRETE ELEVATION N\_50.35 TC @
RIM ELEVATION \_50.35 RIM
FLUSH ELEVATION \\_50.35 FSH
TOP OF CONCRETE/TOP OF PAVEMENT N\_50.85 TC
50.55 TP
FLOW LINE/TOP OF CURB N\_50.85 FL
50.35 TC

/

WALL NOTES:

ALL WALL ELEVATIONS ARE APPROXIMATE, CONTRACTOR TO FIELD
VERIFY ALL TOP OF WALL ELEVATIONS, WALL STEPS, BOTTOM OF
EXPOSED WALL AND TOP OF FOOTING ELEVATIONS PRIOR TO
CONSTRUCTION.

WALL DESIGN DRAWINGS TO BE PREPARED WITH CONSTRUCTION
DOCUMENTS.

TOP OF WALL

TW= 54.50 /
EW=0.50 DIFFERENCE FROM TOP OF WALL TO

BOTTOM OF EXPOSED FACE TWe 59,38
/)J
BOTTOM OF WALL AT EXPOSED FACE OBW=27.38

AN
.

7.9
58.44 TC
2
7.81 IPA
58.31TC
56.47 FL

56,77 TN
6.22 TP

k

NET VOLUME: 28,370 CUBIC YARDS (FILL)

PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT G - PRELIMINARY GRADING PLAN

PRELIMINARY GRADING PLAN

.....

\\\
\ \
TW=59.35' -

\ BW=44.74

1. ALL GRADING SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
PROVISIONS OF THE CURRENT COUNTY ORDINANCE AND STANDARD 7. ALL SPOT ELEVATIONS SHOWN ARE TO FINISH SURFACE (TOP OF

PLANS. THE GRADING IS SUBJECT TO THE OBSERVATION AND APPROVAL

OF THE ENGINEERING DIVISION.

ASPHALT OR TOP OF CONCRETE PAVEMENT, NOT TOP OF
CURB/SIDEWALK) UNLESS OTHERWISE NOTED.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL 8. ALL SPOT ELEVATIONS SHOWN HAVE BEEN 'TRUNCATED' TO INCREASE

PROPOSED GRADES IN RELATIONSHIP TO SURVEYED BASIS OF

ELEVATION.

VISUAL CLARITY. ALL ELEVATIONS SHOWN ARE PLUS 1700°, EG. 1730.64
= 30.64.

3. ALL EXISTING UTILITY STRUCTURES AND ASSOCIATED LIDS THAT FALL

WITHIN THE AREA OF WORK SHALL BE ADJUSTED TO FINISHED GRADE
ELEVATIONS. CONTRACTOR SHALL CONFIRM THE FEASIBILITY OF

STANDARD ELEVATION: 1730.64
TRUNCATED ELEVATION: 30.64

ADJUSTING EXISTING UTILITY STRUCTURE LIDS TO FINISHED GRADE PRIOR

TO CONSTRUCTION AND NOTIFY ENGINEER OF ANY DISCREPANCIES.

LOCATIONS.

CONTRACTOR TO PROTECT AND MAINTAIN EROSION CONTROL
FACILITIES DURING GRADING OPERATIONS.

CONTRACTOR TO OBTAIN ANY NECESSARY RIGHT—OF—-WAY
PERMITS IF REQUIRED FOR WORK SHOWN ON PLANS.

BW — BOTTOM OF EXPOSED WALL
FF — FINISHED FLOOR

FL — FLOWLINE

GRD— GROUND

TC — TOP OF CURB/SIDEWALK
TW— TOP OF WALL

TP — TOP OF PAVING

CONTRACTOR SHALL MATCH EXISTING ELEVATIONS AT ALL SAWCUT
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT H - PRELIMINARY UTILITY PLAN

PRELIMINARY UTILITY PLAN

KEYED NOTES:

UTILITY PROTECTION NOTE:

APPROXIMATE LOCATION OF EXISTING GAS SERVICE.
CONTRACTOR TO COORDINATE WITH PURVEYOR AND USE
EXTREME CAUTION EXCAVATING ON-SITE UNTIL UTILITY
SERVICE LOCATION IS CONFIRMED. CONTRACTOR TO HAVE ALL
GAS AND POWER SERVICE LOCATED PRIOR TO CONSTRUCTION.

\
2]

LEGEND 'A 5
6.
PORTION OF SITE APPROVED BY BOARD OF 0 10 20 40 7

SUPERVISORS ON DECEMBER 17, 2019 UNDER 5::
CREEKSIDE PLAZA PROJECT n— 8.
(Z10-0009,/P10-0012,/PD10—-0005) SCALE: 1"=20 o
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. PROPOSED

14.

15.
16.

17.

PROPOSED 8" EID WATER MAIN.

PROPOSED DOMESTIC WATER SERVICE WITH REDUCED
PRESSURE BACKFLOW ASSEMBLY.

PROPOSED  IRRIGATION  SERVICE
PRESSURE BACKFLOW ASSEMBLY.

PROPOSED POINT OF CONNECTION TO EXISTING 10"
WATER MAIN.

PROPOSED LOCATION OF WATER SERVICE CONNECTION
TO BUILDING.

PROPOSED SANITARY SEWER SERVICE.
PROPOSED RECLAIM VAULTS.

PROPOSED GREASE INTERCEPTOR.

PROPOSED SANITARY SEWER CLEANOUT, TYPICAL.
PRIVATE SANITARY SEWER MANHOLE.
EID FORCE MAIN (SIZE TBD).
PROPOSED PRIVATE PUMP STATION.

PROPOSED LOCATION OF SANITARY SEWER SERVICE
CONNECTION TO BUILDING.

PROPOSED STORM  DRAIN
PROTECTION.

PROPOSED STORM DRAIN LINE.

PROPOSED 24" CATCH BASIN UTILIZED FOR FUEL
CANOPY ISOLATION.

PROPOSED STORM DRAIN CATCH BASIN.

WITH REDUCED

PROPOSED

OUTLET WITH EROSION
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BY BOARD OF SUPERVISORS ON
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PROPOSED
VALVE.

PROPOSED ADS BAYFILTER — PROPRIETARY  TREATMENT
STORMWATER DEVICE.

PROPOSED ADS UNDERGROUND DETENTION SYSTEM.
PROPOSED STORM DRAIN CLEANOUT, TYPICAL.
PROPOSED STORM DRAIN MANHOLE.

PROPOSED STORM DRAIN DOWNSPOUT, TYPICAL.

PROPOSED 24" STORMWATER JUNCTION BOX WITH SOLID
LID.

PROPOSED POWER SERVICE FOR DEVELOPMENT. ALL
REQUIREMENTS TO BE COORDINATED WITH PURVEYOR.

PROPOSED TRANSFORMER AND PAD. CONNECTION TO
PRIMARY POWER TO BE COORDINATED WITH PURVEYOR
AT TIME OF CONSTRUCTION DOCUMENT PREPARATION.

PROPOSED COMMUNICATIONS LINE.

EXISTING UTILITY BOXES TO BE RELOCATED.
PROPOSED FIRE HYDRANT AND APPURTENANCE.
PROPOSED PRIVATE STEP DOWN TRANSFORMER.

OIL—WATER  SEPARATOR AND  ISOLATION
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT H - PRELIMINARY UTILITY PLAN

PRELIMINARY UTILITY PLAN -~ bp

UTILITY PROTECTION NOTE:

APPROXIMATE LOCATION OF EXISTING GAS SERVICE.
CONTRACTOR TO COORDINATE WITH PURVEYOR AND USE
EXTREME CAUTION EXCAVATING ON-SITE UNTIL UTILITY
SERVICE LOCATION IS CONFIRMED. CONTRACTOR TO HAVE ALL
GAS AND POWER SERVICE LOCATED PRIOR TO CONSTRUCTION.

& _KEYED NOTES:

1. PROPOSED 8" EID WATER MAIN.

2. PROPOSED POINT OF CONNECTION TO EXISTING 10"
WATER MAIN.

3. PROPOSED CONNECTION TO EXISTING GRAVITY SEWER
10° 20’ 40’ MAIN. INSTALL EID SANITARY SEWER MANHOLE.

0
PORTION OF SITE APPROVED BY BOARD OF
SUPERVISORS ON DECEMBER 17, 2019 UNDER E 4. PROPOSED EID FORCE MAIN (SIZE TBD). ‘\

CREEKSIDE PLAZA PROJECT  An_ o 5. PROPOSED EID SANITARY SEWER MANHOLE.
(210-0009/P10-0012,/PD10-0005) SCALE: 1"=20
6. PROPOSED EID GRAVITY MAIN (SIZE TBD).
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT | - PRELIMINARY LANDSCAPE PLANS

PRELIMINARY LANDSCAPE PLAN

| AGREE TO COMPLY WITH THE REQUIREMENTS OF THE
WATER EFFICIENT LANDSCAPE ORDINANCE AND SUBMIT
A COMPLETE LANDSCAPE DOCUMENTATION PACKAGE.

Aw 09.18.2025

LANDSCAPE CALCULATIONS:

A. TOTAL QUANTITY OF TREES = 32 / 2 = 16 (50%)

CLIENT:

bp

P LN
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Consulting Engineers, Inc.

18215 72nd Avenue South
Kent, WA 98032
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DATE

REVISION DESCRIPTION

9/18/25

PER SHADING REQ’S

0 10 20’ 40’ REQUIRED TO BE EVERGREEN, 16 EVERGREEN TREES ARE
PROVIDED.
NAME DATE B. 100% SHRUBS REQUIRED TO BE EVERGREEN; 100%
SCALE: 1"=20"
: EDGE OF PAY STATION AWNING EVERGREEN SHRUBS ARE PROVIDED.
D. BUFFERS REQUIRED: 10 FT WIDE ALONG STREET R.OM. & 5
44 SF SHADE FT WIDE ALONG INTERIOR PROPERTY BOUNDARY.
E. A MINIMUM OF 50% OF PROPOSED PLANTS MUST BE
EE(SEIE é)I—ITAFIJDAI\EY STATION AWNING DROUGHT TOLERANT. 100% DROUGHT TOLERANT PLANTS
PROVIDED.
PROPERTY — SITE J F. A MINIMUM OF 4 SPECIES OF TREES ARE REQUIRED WHEN
BOUNDARY . <~ =<~ v o - MORE THAN 25 TREES ARE PROPOSED. 4 TREE SPECIES
AOAUANAUAU AUAUAUAU S — ARE PROVIDED.
AUGRUAURAU AUAUAU He F. A MINIMUM OF 3 SPECIES OF SHRUBS ARE REQUIRED WHEN
- MORE THAN 25 SHRUBS ARE PROPOSED. 12 SHRUB
I S He SPECIES ARE PROVIDED.
=0, 6 ’ 50 ) 50; 503, —~ G. A MINIMUM OF 2” DEPTH MULCH IS REQUIRED AND
;20> A : . N | 4 2 de PROVIDED.
P \ _ i j\ | o | H. NO LANDSCAPE FABRIC IS ALLOWED OR PROPOSED.
L. A so— K =8 ) 5 : . A MAXIMUM OF 10% OF LANDSCAPED AREA MAY BE LAWN.
T \74/<( > > ) € ‘ NO LAWN IS PROPOSED.
: = . H J. 50% OF VEHICULAR PAVED AREA MUST BE SHADED. SEE
| YV — 0% 2| TABLE THIS SHEET.
g / | VICINITY MAP
)
— % ¥ r Euel r s "0 Mo € IlEJ £ r rr N 3 —_ r P He |
= . YRR o AP HT WS et LI e_ﬂ/EDGE OF CAR WASH AWNING
° S JEy 287 SF SHADE
) J} I W S6 IR 3 PARKING LOT SHADING REQUIREMENTS
/\/500)08“ % - ¥ Euky I I TOTAL NET PARKING LOT SQUARE FOOTAGE: 35,677 SQUARE FEET,
£ o ¥ / < /vl'a v 3 - () C-STORE UEEUE Y | | MINIMUM 50% REQUIRED TO BE SHADED: 35,677 SF / 2 = 17,839 SF REQ'D, 17,887 SF SHADE PROVIDED = 51.0%
% < ~ | > [§)\=¥) =] N (m]
\ PROPOSED TRASH Ry = e < » Y—T1la AMPM 2900 e f PROPOSED RETAINING WALL
\ ENCLOSURE P 2 & N S | J/SEE CIVIL SYMBOL | BOTANICAL/COMMON NAMES QTY AT 100% | QTY AT 75% | QTY AT 50% | QTY AT 25% | TOTAL
\ o Angedigs : 5 LAGERSTROEMIA INDICA 3 @ 100% 1@ 75% 9 @ 50% 1@ 25% 9591 SF
g BEd e MES — on |k ' | 'TUSCARORA' / CRAPE MYRTLE  |314 sq ft ea. | 236 sq ft ea. | 157 sq ft ea. | 79 sq ft ea. |~
05y, PROPOS /e S0 7 Sl O « o % L | MULCH ONLY BETWEEN (20-25" SHADE TREE) I R I
=38 4, ++*:*+E A +* Y u{ TR ~ a ~7ome S . J < i La
\\%0/05; \ UMENRSI RN PP AN =) 8T ) : ke SN 7, - E ]I BACK OF RETAINING WALL PLATANUS X ACERFOLIA / 3 @ 100% 1@ 75% 4 @ 50% 0 @ 25% 5,532 SF
L\ L CIENE) T 2 N T AND BUILDING LONDON PLANE TREE 962 sq ft ea. | 722 sq ft ea. | 481 sq ft ea. | 241 sq. ft. ea.
\ J riﬁ{wﬂ/" V3 - j||_ 5 > !£|(| (30'-35' SHADE TREE) = 2,886 SF = 722 SF = 1924 SF | =0 SF
r 0 = . 1 X4
4 14 ’ : I
\ r E/ . y) \ | QUERCUS WISLIZENNI / 0 @ 100% 0 @ 75% 10 @ 50% 0 @ 25% 4,810 SF
\ ; 5 : o oBINe > g INTERIOR LIVE OAK 962 sq ft ea. | 722 sq ft ea. | 481 sq ft ea. | 241 sq. ft. ea.
o O 1 \ { - = 0 SF = 0 SF = 4810 SF | = 0 SF
\ \ N\ Wi =§§ ® 100; . oflolf ]l (30°-35" SHADE TREE)
TN \ r+++\:+:g ¢ oOllo -
N \ T e S e ] \ ] TOTAL TREE SHADE PROVIDED 12,933 SF
\ ) S\ \f\?% i L %l . | L | TOTAL CANOPY AREA (STRUC.) 6,289 SF
SEE 'PARKIN T ! |907 : N | O] | % OF TREE SHADE AREA AS .
%5 RADING DETAIL' FOR" AL & \ F == e e \ sl PARKING LOT SHADE AREA. TYP. SUBTOTAL: SHADE PROVIDED 19,222 SF
.PLAN RS NOT\CON C RN Y \ N DA= B s i ..D'.'. >=‘> .~ i>” ” ;'[; ‘=A' > 8 11 MINUS: TREE OVER CANOPY —1,239 SF
TO LARGE RERIMET \\ N " o e HEL?;NOPY SRR { | /] TOTAL SHADE PROVIDED 17,983 SF
LANDSCAPE AREAS, TYP. 500, \ \ bﬁ f »le.é MPD,SA; - ~:::. > S N TOTAL SHADE REQUIRED 17,887 SF
HOLD BACK ALL TREES N \ T e T e Y@y | = 1| PERCENT SHADE PROVIDED 50.4%
“ < N++++ \ - 8 E g . ’ > s @A ‘ Z 1 " .
ND SHRUBS MIN.'8' FR Q \ \ STy e o | TR
DRANTS, TYP, $\\ V a\\\\ T T DRI SRS .* Al
. N L S S G SO 1~ g
A\ ' N N . aNE v 01y
AN N\ EDGE OF FUEL CANOPY 5 i&% ‘ \ W |
\ 507 NN
\ N 3,514 SF SHADE |§m®g o) i
~_ \ k@/‘@' S S EuEu
e r : 4 I
) Y/ UE; ) |
>
r rd - /
) 4
PROVIDE MIN. 18' HOR & o 4
EARANC BETWEEN LO / .
GHTS A TREES,\TYP. 5 : y
ROPOSED VACUUM 7
ENT ENCLOSURE. % EDGE OF VACUUM AWNING
AN 2 390 SF SHADE
+, \ 2
R s PROPOSED VACUUM N\
+ EQUIPMENT ENCLOSURE \ \\ \
V)
% @ \
Ca EDGE OF VACUUM AWNING kSEE V@ cesrorarion
P 3 800 SF SHADE PLANS PROVINED BY DAMS
| o L
\ y ALL PLANTS WITHIN 2.5' OF CURB AT ‘
\ 3 Cae "HEAD OF PARKING STALLS MUST BE \ o > Y GENERAL NOTES:
A3 o Np TALLER TRAN 6" AT MATURITY /0 ‘"“'(‘d O " A THIS PLAN SET FOR LANDSCAPE IMPROVEMENTS SHALL BE USED IN
\ \ \ YO £ " CONJUNCTION WITH THE FOLLOWING PLANS ALSO PREPARED FOR THIS
ALL PLANTS WITHIN 2.5' OF CURB AT . ¢ BEE&Q\(( . o sy
HEAD OF PARKING STALLS MUST BE *  CIVIL ENGINEERING PLANS
NO TALLER THAN 6" AT MATURITY : ARCHITECTURAL PLANS

Y PORTION OF SITE APPROVED BY
% BOARD OF SUPERVISORS ON

\

DECEMBER 17, 2019 UNDER
CREEKSIDE PLAZA PROJECT

(210-0009/P10-0012/PD10-0005)
PLANS UNDER SEPARATE SUBMITTAL
e —

ILLUMINATION PLANS (UNDER SEPARATE PERMIT)

IF DISCREPANCIES ARE FOUND BETWEEN THIS PLAN SET AND THOSE
REFERENCED ABOVE, SUCH DISCREPANCIES SHALL BE COORDINATED
WITH BARGHAUSEN CONSULTING ENGINEERS, INC. AND RESOLVED
PRIOR TO CONSTRUCTION ACTIVITIES.

GENERAL NOTES ON THE CIVIL ENGINEERING COVER SHEET FOR THIS
PROJECT AND SITE ARE APPLICABLE TO THIS LANDSCAPE PLAN SET.
ALL PROPOSED PLANTINGS WILL BE IRRIGATED WITH A WATER-WISE
AUTOMATIC IRRIGATION SYSTEM.

AL PLANT BEDS SHALL HAVE MINIMUM 2" DEPTH OF BARK MULCH OR
STONE MULCH PER SPECIFICATIONS ON SHEET L2.
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT | - PRELIMINARY LANDSCAPE PLANS

PLANT SCHEDULE AND LANDSCAPE NOTES

PLANT SCHEDULE
SYMBOL QTY BOTANICAL / COMMON NAME CONT. SIZE WATER USE
DECIDUOUS TREES
LAGERSTROEMIA INDICA 'TUSCARORA' / CRAPE MYRTLE
14 NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5'. STAKE AND GUY ONE GROWING 24" BOX LOW
SEASON.
PLATANUS X ACERIFOLIA / LONDON PLANE TREE
8 NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5'. STAKE AND GUY ONE GROWING 24" BOX MEDIUM
SEASON.
EVERGREEN TREES
QUERCUS WISLIZENII / INTERIOR LIVE OAK
10 NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5'. STAKE AND GUY ONE GROWING 24" BOX VERY LOW
SEASON.
SYMBOL QTY BOTANICAL / COMMON NAME CONT. WATER USE ORIGIN
SHRUBS
24 ARBUTUS UNEDO 'COMPACTA' / DWARF STRAWBERRY TREE 5 GAL. LOW
@ 24 ARCTOSTAPHYLOS DENSIFLORA 'HOWARD MCMINN'/ HOWARD MCMINN VINE HILL MANZANITA 5 GAL. LOW
@ 73 CALLISTEMON VIMINALIS "LITTLE JOHN' / DWARF BOTTLEBRUSH 5 GAL. LOW
18 CARPENTERIA CALIFORNICA 'ELIZABETH' / BUSH ANEMONE 2 GAL. LOW
8 CISTUS X PURPUREUS / ORCHID ROCKROSE 5 GAL. LOW
@ 97 EURYOPS PECTINATUS "MUNCHKIN' / DWARF EURYOPS 5 GAL. LOW
28 HETEROMELES ARBUTIFOLIA / TOYON 5 GAL. VERY LOW
@ 18 NERIUM OLEANDER 'PETITE PINK' / OLEANDER 5 GAL. LOW
@ 10 TEUCRIUM X LUCIDRYS / HEDGE GERMANDER 5 GAL. LOW
THUJA OCCIDENTALIS 'SMARAGD' / ARBORVITAE .
@ 25 SYN. 'EMERALD GREEN' 4"MIN.HT.  LOW
GRASSES
@ 130  MUHLENBERGIA RIGENS / DEER GRASS 1 GAL. LOW
SYMBOL QTY BOTANICAL / COMMON NAME CONT. WATER USE ORIGIN SPACING
GROUND COVERS
428  BACCHARIS PILULARIS 'TWIN PEAKS' / COYOTE BRUSH 1 GAL. LOW 36" 0.C.
oo+l 395  CEANOTHUS GRISEUS HORIZONTALIS "YANKEE POINT' / CARMEL CREEPER 1 GAL. LOW 36" o.c.

LANDSCAPE LEGEND:

WASHED COBBLE ROCK MULCH

3,431 SF

3" -4" DEPTH OF APPROXIMATETLY
2" DIAMETER WASHED DRAIN ROCK.

LANDSCAPE PLANTING NOTES AND MATERIALS

SCOPE OF WORK

FURNISH ALL MATERIALS, LABOR, EQUIPMENT AND RELATED ITEMS NECESSARY TO ACCOMPLISH
TOPSOIL, TREATMENT AND PREPARATION OF SOIL, FINISH GRADING, PLACEMENT OF SPECIFIED
PLANT MATERIALS, FERTILIZER, STAKING, MULCH, CLEAN-UP, DEBRIS REMOVAL, AND 30-—DAY

MAINTENANCE.

QUALIFICATIONS:

LANDSCAPE CONTRACTOR TO BE SKILLED AND KNOWLEDGEABLE IN THE FIELD OF WORK AND
HAVE A MINIMUM OF FIVE (5) YEAR'S EXPERIENCE INSTALLING SIMILAR WORK. CONTRACTOR TO
BE LICENSED TO PERFORM THE WORK SPECIFIED WITHIN THE PRESIDING JURISDICTION.

JOB CONDITIONS:

IT IS THE CONTRACTOR’S RESPONSIBILITY TO REVIEW THE SITE AND REPORT ANY
DISCREPANCIES TO THE OWNER OR THE OWNER'S REPRESENTATIVES. ALL PLANT MATERIAL AND
FINISH GRADES ARE SUBJECT TO APPROVAL BY THE OWNER.

PROTECTION:

SAVE AND PROTECT ALL EXISTING PLANTINGS SHOWN TO REMAIN. DO NOT PLANT UNTIL OTHER
CONSTRUCTION OPERATIONS WHICH CONFLICT HAVE BEEN COMPLETED. IF AN IRRIGATION
SYSTEM IS TO BE INSTALLED DO NOT PLANT UNTIL THE SYSTEM HAS BEEN INSTALLED, TESTED,
AND APPROVED BY THE OWNER. HANDLE PLANTS WITH CARE — DO NOT DAMAGE OR BREAK
ROOT SYSTEM, BARK, OR BRANCHES. REPAIR AND/OR REPLACE ITEMS DAMAGED AS A RESULT
OF WORK, OR WORK NOT IN COMPLIANCE WITH PLANS AND SPECIFICATIONS, AS DIRECTED BY
OWNER AT NO ADDITIONAL COST TO THE OWNER.

REPAIR OF EXISTING PLANTINGS:
DURING THE COURSE OF WORK, REPAIR ALL EXISTING PLANTING AREAS BY PRUNING DEAD
GROWTH, RE—ESTABLISHING FINISH GRADE AND RE—MULCHING TO SPECIFIED DEPTH.

GUARANTEE:
GUARANTEE ALL PLANT MATERIAL FOR A PERIOD OF ONE YEAR FROM DATE OF FINAL
ACCEPTANCE OF THE JOB BY OWNER.

350—DAY MAINTENANCE:

CONTRACTOR TO PROVIDE OWNER WITH A SCOPE OF WORK AT TIME OF INITIAL PROJECT BID
TO PROVIDE LANDSCAPE AND IRRIGATION MAINTENANCE FOR 30 DAYS FOLLOWING STORE
OPENING.  WORK TO INCLUDE MAINTENANCE AS DESCRIBED BELOW, IN PLANTING AND
IRRIGATION MAINTENANCE.

SUBMITTALS:
SUBMIT THE FOLLOWING TO THE LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
THE START OF ANY WORK:

A) DOCUMENTATION THAT ALL PLANT MATERIAL HAS BEEN ORDERED.

B) TOPSOIL ANALYSIS AND RECOMMENDED AMENDMENTS.

C) TREE STAKING AND GUYING MATERIALS.

D) ONE (1) QUART SIZE OF TOPSOIL AND MULCH.

E) PLANTING SCHEDULE INCLUDING DATES AND TIMES.

F) MAINTENANCE INSTRUCTIONS FOR ONE (1) FULL YEAR.

MATERIALS:

PLANT MATERIALS:
PLANT MATERIALS TO BE GRADE NO. 1, SIZED IN ACCORDANCE WITH (AAN) AMERICAN
STANDARDS FOR NURSERY STOCK (ANSI Z60.1—2004). PRUNE PLANTS RECEIVED FROM THE
NURSERY ONLY UPON AUTHORIZATION BY THE LANDSCAPE ARCHITECT. ”B & B” INDICATES
BALLED AND BURLAPPED; "CONT.” INDICATES CONTAINER; "BR” INDICATES BARE ROOT; “CAL”
INDICATES CALIPER AT 6” ABOVE SOIL LINE; "GAL” INDICATES GALLON.

A) SPECIFIED PLANT CANOPY SIZE OR CALIPER IS THE MINIMUM ACCEPTABLE CONTAINER
OR BALL SIZE AND ESTABLISHES MINIMUM PLANT CONDITION TO BE PROVIDED.

B) QUALITY:

PLANT MATERIAL TO COMPLY WITH STATE AND FEDERAL LAWS FOR DISEASE
INSPECTION, PLANTS TO BE FULLY LIVE, VIGOROUS, WELL FORMED, WITH WELL
DEVELOPED FIBROUS ROOT SYSTEMS. ROOT BALLS OF PLANTS TO BE SOLID

AND FIRMLY HELD TOGETHER, SECURELY CONTAINED AND PROTECTED FROM INJURY
AND DESICCATION. PLANTS DETERMINED BY LANDSCAPE ARCHITECT TO HAVE BEEN
DAMAGED; HAVE DEFORMITIES OF STEM, BRANCHES, OR ROOTS; LACK SYMMETRY,
HAVE MULTIPLE LEADERS OR "Y” CROTCHES LESS THAN 30 DEGREES IN TREES, OR
DO NOT MEET SIZE OR ANSI STANDARDS WILL BE REJECTED. PLANT MATERIAL TO BE
FROM A SINGLE NURSERY SOURCE FOR EACH SPECIFIED SPECIES/HYBRID. NURSERY
SOURCES TO BE THOSE LOCATED IN THE SAME REGION AS THE JOB SITE.

C) SUBSTITUTION:

NO SUBSTITUTION OF PLANT MATERIAL, SPECIES OR VARIETY, WILL BE PERMITTED
UNLESS WRITTEN EVIDENCE IS SUBMITTED TO THE OWNER FROM TWO QUALIFIED PLANT
BROKERAGE OFFICES. SUBSTITUTIONS WHICH ARE PERMITTED TO BE IN WRITING

FROM THE OWNER AND LANDSCAPE ARCHITECT. THE SPECIFIED SIZE, SPECIES AND
NEAREST VARIETY, AS APPROVED, TO BE FURNISHED. SUBSTITUTIONS MAY REQUIRE
SUBMITTAL TO REVISED LANDSCAPE PLAN TO CITY FOR APPROVAL.

D) LABEL AT LEAST ONE (1) TREE, SHRUB, AND GROUNDCOVER OF EACH VARIETY WITH A
SECURELY ATTACHED WATERPROOF TAG BEARING LEGIBLE DESIGNATION OF BOTANICAL
AND COMMON NAMES.

E) DELIVER PLANT MATERIAL AFTER PREPARATION OF PLANTING AREAS HAVE BEEN
COMPLETED AND PLANT IMMEDIATELY. IF PLANTING IS DELAYED MORE THAN SIX (6)
HOURS AFTER DELIVERY, SET MATERIAL IN SHADE, PROTECT FOR WEATHER AND
MECHANICAL DAMAGE, AND KEEP ROOT BALLS MOIST BY COVERING WITH MULCH,
BURLAP OR OTHER ACCEPTABLE MEANS OF RETAINING MOISTURE.

SOIL PREPARATION:

TOPSOIL, AMENDMENT, AND BACKFILL, ARE GENERAL REQUIREMENTS FOR ALL LANDSCAPE
AREAS, UNLESS NOTED OTHERWISE ON THE PLANS. SOIL AMENDMENTS AND FERTILIZER NOTED
BELOW ARE TO BE USED FOR BID PRICE BASIS ONLY. SPECIFIC AMENDMENTS AND
FERTILIZERS WILL BE MADE AFTER SOIL SAMPLES ARE LABORATORY TESTED BY THE
CONTRACTOR. PROVIDE CHANGE ORDER FOR ADDITIONAL OR REDUCTION OF MATERIALS
REQUIRED OR NOT REQUIRED BY THE SOILS REPORT.

SOIL FERTILITY AND AGRICULTURAL SUITABILITY ANALYSIS:

AFTER ROUGH GRADING AND PRIOR TO SOIL PREPARATION, CONTRACTOR TO OBTAIN TWO
REPRESENTATIVE SOIL SAMPLES, FROM LOCATIONS AS DIRECTED BY THE LANDSCAPE ARCHITECT,
TO A SOIL TESTING LABORATORY. SUBMIT RESULTS TO LANDSCAPE ARCHITECT FOR REVIEW.
TESTS TO INCLUDE FERTILITY AND SUITABILITY ANALYSIS WITH WRITTEN RECOMMENDATIONS FOR
SOIL AMENDMENT, FERTILIZER, CONDITIONERS, APPLICATION RATES, AND POST—CONSTRUCTION
MAINTENANCE PROGRAM. TESTS TO BE CONTRACTED WITH AND PAID FOR BY THE CONTRACTOR.

A) TOPSOIL:
CONTRACTOR IS RESPONSIBLE FOR SUPPLYING ALL TOPSOIL AND FOR DETERMINING THE
VOLUME OF TOPSOIL REQUIRED PER THE INFORMATION ON PLANS AND NOTED HERE-IN.
CONTRACTOR IS RESPONSIBLE FOR ANY NECESSARY WEED CONTROL RESULTING FROM
CONTAMINATED OFF SITE SOURCES.

B) TOPSOIL TO CONSIST OF 1/3 BY VOLUME SANDY LOAM, 1/3 BY VOLUME COMPOSTED
GARDEN MULCH, AND 1/3 BY VOLUME COARSE WASHED SAND OR EQUIVALENT.

C) TOPSOIL PREPARATION AND INSTALLATION:

1. VERIFY SUBGRADES TO —9 INCHES IN LANDSCAPE AREAS OR AS INDICATED ON PLANS.
THIS ACCOMMODATES, TOPSOIL, AMENDMENTS, AND MULCH. 6” IMPORTED TOPSOIL FOR
LANDSCAPE BEDS.

2. ERADICATE ANY SURFACE VEGETATION ROOTED IN THE SUB—GRADE PRIOR TO SUB—-GRADE
PREPARATION.

3. REMOVE SOIL LUMPS, ROCK, VEGETATION AND/OR DEBRIS LARGER THAN 2 INCHES
FROM ALL SUB—GRADE PRIOR TO PLACEMENT OF SPECIFIED TOPSOIL.

4. REMOVE ANY ASPHALT EXTENDING BEYOND 6 INCHES FROM CURBS INTO ADJACENT
LANDSCAPE AREAS.

D) TOPSOIL PLACEMENT:
1. PROVIDE A TOTAL FINISH COURSE OF 4 INCHES OF TOPSOIL FOR LANDSCAPE AREAS.
2. PLACE ADDITIONAL TOPSOIL AND SOIL MIX AS REQUIRED TO MEET FINISH ELEVATIONS.

MULCH (TOPDRESSING):
ONE—HALF—INCH (1/2") SIZE, TO ONE—QUARTER (1/4"), HEMLOCK/FIR BARK. FINE TEXTURED AND
DARK BROWN IN COLOR.

STAKES:
2—INCH DIAMETER BY 8-FOOT MINIMUM LODGEPOLE PINE STAKES.

GUY MATERIAL:
1—INCH WIDE POLYETHYLENE CHAIN LOCK TYPE TIES; OR, 3/8"” DIAMETER RUBBER. NO WIRE.

EXECUTION:

CONTAMINANTS:

VERIFY THAT ALL SOIL CONTAMINANTS (E.G., PAINT, SEALANTS, SOLVENTS, OILS, GREASES,
CONCRETE/ASPHALT SPOILS, ETC.) HAVE BEEN SATISFACTORY REMOVED FROM ALL PLANTING AREAS.
DO NOT BEGIN WORK UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED.

FINISH GRADES:

FINE GRADE AND REMOVE ROCKS, DEBRIS, AND FOREIGN OBJECTS OVER 2 INCHES DIAMETER FROM
TOP SURFACE OF PREPARED LANDSCAPE AREAS. FINISH ELEVATIONS TO BE DEFINED AS 3 INCHES
BELOW CURBS, WALKS AND/OR OTHER ADJACENT HARDSCAPE FOR ALL PLANTING BED AREAS AND
1—INCH BELOW CURBS, WALKS AND/OR OTHER ADJACENT HARDSCAPE FOR ALL LAWN AREAS. FINISH
GRADE REFER TO GRADES PRIOR TO INSTALLATION OF MULCH OR LAWN. ALL FINISH GRADES TO BE
SMOOTH EVEN GRADES, LIGHTLY COMPACTED, AS SHOWN ON THE PLAN AND DETAILED. PROVIDE
POSITIVE DRAINAGE AWAY FROM BUILDINGS AND STRUCTURES. SITE CIVIL DRAWINGS IDENTIFY FINAL
ELEVATIONS. MOISTEN PREPARED AREAS BEFORE PLANTING IF SOIL IS DRY. WATER THOROUGHLY
AND ALLOW SURFACE TO DRY BEFORE PLANTING. DO NOT CREATE MUDDY SOIL.

TREES AND SHRUBS:

ARRANGE TREES AND SHRUBS ON SITE IN PROPOSED LOCATIONS PER DRAWINGS. EXCAVATE PIT,
PLANT AND STAKE OR GUY, AS CALLED OUT AND DETAILED. ALL TREES, SHRUBS, AND SUPPORTS
TO STAND VERTICAL. BACKFILL SHALL BE PIT SPOILS. SETTLE BACKFILL USING WATER ONLY. NO
MECHANICAL COMPACTION.

GROUNDCOVERS:
EXCAVATE PITS TO A MINIMUM OF 3 INCHES BELOW, AND TWICE THE ROOT BALL DIAMETER. WATER
THOROUGHLY AND TAKE CARE TO ENSURE THAT ROOT CROWN IS AT PROPER GRADE, AS DETAILED.

MULCH:
MULCH ALL LANDSCAPE AREAS. MATCH DEPTH OF EXISTING MULCH. AT A MINIMUM, APPLY
SUFFICIENT QUANTITY TO PROVIDE A 4—INCH DEPTH.

UTILITY CLEARANCES:
FIELD ADJUST PLANT LOCATIONS FOR 8—FOOT SEPARATION OF TREES/SHRUBS AND 2—-FOOT
SEPARATION FOR GROUNDCOVER FROM FIRE HYDRANTS AND UTILITY VAULTS.

CLEANUP AND PROTECTION:

DURING LANDSCAPE WORK, KEEP ALL PAVEMENT CLEAN AND WORK AREAS IN AN ORDERLY
CONDITION. PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE
OPERATIONS AND TRESPASSERS. MAINTAIN PROTECTION DURING INSTALLATION AND MAINTENANCE
PERIOD. TREAT, REPAIR, OR REPLACE DAMAGE LANDSCAPE WORK AS DIRECTED BY THE OWNER.

PLANTING MAINTENANCE:

PROVIDE FULL MAINTENANCE BY SKILLED EMPLOYEES OF LANDSCAPE INSTALLERS. CONTRACTOR TO
MAINTAIN PLANTINGS THROUGH COMPLETED INSTALLATION, AND UNTIL ACCEPTANCE OF LANDSCAPE
INSTALLATION.  PLANTING MAINTENANCE TO INCLUDE WATERING, WEEDING, CULTIVATING, TIGHTENING
AND REPAIRING OF TREE GUYS, RESETTING PLANTS TO PROPER GRADES OR POSITION,
RE—ESTABLISHING SETTLED GRADES; AND MOWING LAWNS WEEKLY AFTER LAWN ESTABLISHMENT.
HERBICIDE IS NOT RECOMMENDED FOR ONE YEAR FOLLOWING LANDSCAPE INSTALLATION. INCLUDED
IS REPLACEMENT OF DEAD PLANTS AND PLANTS SHOWING LOSS OF 40 PERCENT OR MORE OF
CANOPY.

CLIENT:

bp

N
.l

ARCO

BP WEST COAST PRODUCTS, LLC

Barghausen
Consulting Engineers, Inc.

18215 72nd Avenue South
Kent, WA S8032

4252516222
barghausen.com

z
o
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DEVELOPMENT INFORMATION:

ARCO NTI

2900 am/pm

FUEL CANOPY w/ 6 MPD's

105' CAR WASH
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@ FORNI ROAD
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT | - PRELIMINARY LANDSCAPE PLANS

PLACERVILLE CA ARCO — NW SITE

TROBERTS  Xref: 21517—NW

1

LANDSCAPE DETAILS
PRUNE DAMAGED TWIGS AFTER PLANTING
PLACE IN VERT. POSITION: DOUBLE LEADERS WILL BE REJECTED
NOTE:
KEEP ROOTBALL MOIST AND PROTECTED AT ALL TIMES.
HOLD CROWN OF ROOTBALL AT OR JUST ABOVE FINISH
GRADE.
PROTECT TRUNK AND LIMBS FROM INJURY. SHRUB — PRUNE AS DIRECTED
BACKFILL TO BE SETTLED USING WATER ONLY — NO BY LANDSCAPE ARCHITECT
MECHANICAL COMPACTION.
REMOVE ALL WRAP, TIES & CONTAINERS, REGARDLESS Y HOLD MULCH FROM STEM
OF MATERIAL. AP
(2) LODGEPOLE STAKES; TIE AT APPROX. 1/3 TO f'%,ww Go O MULCH LAYER
(2) LODGEPOLE STAKES, PLUMB WITH ELASTIC CHAIN—LOCK 1/2 HEIGHT OF TREE WITH FLEXIBLE RUBBER TIE o ‘e W
TYPE OR RUBBER GUYS TIED IN FIGURE EIGHT; REMOVE IN FIGURE EIGHT PATTERN. STAKES AND TREE TO sy ; 4" SAUCER FOR WATERING ARCO
AFTER ONE GROWING SEASON BE PLUMB S ﬂ/
PROTECTIVE WRAPPING DURING SHIPMENT TO SITE AND —————— [T 3" DEEP SAUCER FOR WATER ~ ' BACKFILL T BE A MIX OF TOPSOIL BP WEST COAST PRODUCTS, LLC
E El
LAWN PLANTING; PROVIDE 3’ ¢ "NO GRASS” TREE RING AND . 2
I\ ’ REMOVE ALL TIES, WRAP & CONTAINERS. © SCARIFY ROOTBALL ON CONTAINER
2” DEEP MULCH LAYER IN WELL. HOLD BACK FROM \h © FREE PERIMETER ROOTS FROM NURSERY MATERIAL. REMOVE TOP 1/3 OF
TRUNK 8" TO 10” BALL .
o\ BURLAP ON B&B MATERIAL
RO EXCAVATE TREE PIT AT A MIN. OF 2 TIMES
=
FSTHRE ST ST GE ot 85 T
TIMES BALL DIAMETER PIT SPOILS, NURSERY BALL WASTE BACKFILL 3x ETAFMER%%TBALL
S omi” CONTANEES, OR COuPACTED SO
AWAY FROM PERIMETER ROOTS APPLY ADDITIONAL 4 OZ. 8—32-16 FERTILIZER INTO TOP
NOTE: 2” OF PLANTING MIX. Barghausen
SN TGN N STURBED BASE OR COMPACTED LicHT FERTILIZER OVER PLANTING BED APTER BACKFILL PLANT SHRUB HIGH ENOUGH TO ALLOW POSITIVE DRAINAGE AWAY Consulting Engineers, Inc.
WORK PERIMETER ROOTS FREE OF NURSERY BALL. FROM ROOTBALL. ROUGHEN ALL SURFACES OF PIT.
PENETRATION TO SUBBASE (+) 24" BALL & PIT TO BE COURSELY SCARIFIED. CUT AND REMOVE BURLAP FROM ROOT BALL 18215 72nd Avenue South
DECIDUOUS TREE PLANTING/STAKING DETAIL EVERGREEN TREE PLANTING/STAKING DETAIL SHRUB PLANTING DETAIL Kent, WA 38032
425.251.6222
NOT TO SCALE NOT TO SCALE NOT TO SCALE barghausen.com
NO. DATE REVISION DESCRIPTION
A 9/18/25 | PER SHADING REQ'S
Iopsom SETTLED | A\
COMPACTED CONDITION
MULCH LAYER OVER ALL TOPSOIL DEPTH OF 3 FEET cURS /\
FEATHER EXCESS /N
SOIL UNDER MULCH BERM HEIGHT 6" MIN.————__ | -] 1-1/2" DRAIN AT LOW A
1”7 MULCH AT CROWN L= = POINTS & 10° SPACING
! SOIL LINE: 3” - MAXIMUM A
——1/2" ABOVE GRADE IN MULCH, 1” — =
1" ABOVE GRADE IN' LAWN 12 T |~ PAVING (SEE A\
» HOLD PLANTS FROM = CVIL PLANS
HF EDGE OF PLANTER N S L e )
S % AS NOTED ON PLANT LIST SUBGRADE e L A e A
=5 SPACING AS CALLED OUT SOITD T L &L SRR
et Nonmannnnonnanony oooneooom. o ON PLAN/PLANT LIST VIR ESS CRAVEL »,\\/\\/\yg e ﬁ7\\\//\\//\\/4 I
PREF’AEED 1, COARSE TRANSITION FROM TOPSOIL 127 MAX.LIP AN
~ . BEANTING TO SUBSOIL N
NOTE: /7 — BED LINE EDGE HOLD PLANTS FROM SEAL:
REMOVE CONTAINER & WORK ROOTS LN N __/ EDGE OF PLANTER NOTE:
FREE OF SOIL. CURB/WALK AS NOTED ON PLANT LIST OVER EXCAVATE PARKING LOT PLANTERS
BACKFILL TO BE SETTLED USING WATER ONLY TO LOOSEN COMPACTED SUBBASE
SEE PLANT LIST FOR PLANT SPACING
NOTE:
LESS THAN 1 GAL. 1GAL. CONTAINER and LARGER THIS SPACING APPLIES TO
( PLANTED BEFORE MULCH ) ( PLANTED BEFORE MULCH ) SESHSDSS\\/VEEL%EME%MAL PARKING LOT PLANTER GRADING DETAIL
NOT TO SCALE
GROUNDCOVER PLANTING DETAIL PLANT MATERIAL SPACING DETAIL DEDUCT ALT #1: IF LANDSCAPE CONTRACTOR CAN DEMONSTRATE THAT PLANTER ISLANDS ARE
NOT TO SCALE NOT TO SCALE NOT FULL OF NON—SOIL MATERIALS (CONCRETE WASTE, LUMBER, ROAD BASE, GRAVEL), FULL
EXCAVATION AND REPLACE WITH 18”"—21" OF TOPSOIL CAN BE ELIMINATED AND IN ITS PLACE,
6" OF COMPOST CAN BE PLACED ON SUB—GRADE AND CULTIVATED INTO TOP 12" OF EXISTING
SOIL. TOP OF FINISH GRADE AND DEPTH OF MULCH STILL APPLIES
[
DEVELOPMENT INFORMATION:
MULCH LAYER ARCO NTI
Tres stak ioat 2900 am/pm
ree stake, per specitications.
One of two shown. Do not pierce FUEL CANOPY W/ 6 MPDIS
rootball with tree stakes. Install 1” MAX. TOP OF CURB 105' CAR WASH
stakes on sides of trees parallel / TO TOP OF MULCH
Proposed deciduous or evergreen with slope ‘
tree . . . -
Prior to mulching, lightly tamp [ g, V¢ ; % CURB -
soil around the root ball in 6" | L‘ﬁii A/l < SITE ADDRESS:
. lifts to brace tree. Do not over = -
Do not modify rootball compact. When the planting ‘*‘M‘EV \# 4221 M|SSOUR| FLAT RD
o s hole has been backfilled, pour - P FORNI ROAD
Muloh per specifications = water around the root ball to e s PLACE@gVILLE, CALIFORNIA
Round-topped soil settle the soil.
berm 4" high x 8" wid
above root ball surface shal 7= Mulch per specifications FACILITY #TBD
be centered on the downhill — ) > Topsoil per specifications
side of the root ball for 240°. _ (- g - p o dp bp do without MULCH AT CURB DETAIL DESIGNED BY: Topg  [ALLIANCE Z&DM:
H 2 > Ll Inished sub-grade withou
_ Berm shall begin at rqot ball 7 - ar NOT TO SCALE CHECKED BY: pr—
periphery. _ specified topsoil and mulch JMV
_ e Y 2 A~ DRAWN BY: ALLIANCE PM:
) Jute fabric. To be installed on —.3_ . |l ﬂéwgﬁgm Jute fabric TCR
slopes steeper than 2:1 throughout ,/7 K\‘ =1 VERSION: . |PROJECT NO:
all landscape beds where tree are ,/ :/ %%ﬂﬁ_ﬁgw I ) 21517
to be installed. Overlap fabric edges ) g \ i / M e e | g
— minimum 12". Metal landscape staples /é N4 1. AN Botiom of root ball rest DRAWING TITLE:
48" on-center along all edges _—~~ é(HﬂHTrWHHHHM— IIQ}T%T%THEM—V e;sﬁﬁg%rrfgcor:p;ifezzzil
. o =lli=1=1=I1lli= == :
Topsoil per specifications <. Jﬂ; TI———= o LANDSCAPE
~LLL—
___EI SECTION VIE DETAILS
SHEET NO:
ﬁ - TREE PLANTING ON HILLSIDE DETAIL
@ NOT TO SCALE I 3 f l
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT | - PRELIMINARY LANDSCAPE PLANS

PRELIMINARY IRRIGATION PLAN

| AGREE TO COMPLY WITH THE REQUIREMENTS OF THE
WATER EFFICIENT LANDSCAPE ORDINANCE AND SUBMIT
A COMPLETE LANDSCAPE DOCUMENTATION PACKAGE.

Aw 9.18.2025

NAME DATE

|

|
|

|
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;
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i |

L T T T
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|
|

FUEL CANOPY
W/ 6 MPD'S

|
|

i
|

il
e

H
H

T
HH

|
|

MOUNT CONTROLLER ON EXTERIOR

WALL. INPUT: 117VAC +/—10%, 60
Hz. OUTPUT: 26.5 VAC, 1.5 A

INSTALL 1”7 DIAMETER PVC CONDUIT
FOR 24V ELECTRICAL WIRING FROM
THE CONTROLLER TO LANDSCAPE
AREA. PAINT CONDUIT TO MATCH
BUILDING COLOR.

MOUNT RAIN SENSOR ON WEATHER
EXPOSED PORTION OF EXTERIOR WALL

AT 8 — 9 HEIGHT.

PROPERTY
BOUNDARY

\

PRELIMINARY IRRIGATION SCHEDULE

PORTION OF SITE APPROVED BY
BOARD OF SUPERVISORS ON
DECEMBER 17, 2019 UNDER
CREEKSIDE PLAZA PROJECT

k \ (Z10-0009/P10-0012/PD10-0005)

MIN. EMITTER  EMITTER
SYMBOL DESCRIPTION PSI SPACING __ GPM
RAINBIRD RWS—B—C—1402 36” ROOT ZONE WATERING SYSTEM 20 AS SHOWN| .50
2 EMITTERS PER TREE. SEE DETAIL THIS SET ON PLAN
MIN. EMITTER | EMITTER
SYMBOL DESCRIPTION PSI SPACING | GPH
RAINBIRD XFS—CV—06—9 SUB—SURFACE DRIPLINE COMPONENTS: TO BE
USED WITH RAINBIRD XF DRIPLINE INSERT FITTINGS OR TWIST LOCK FITTINGS
-— — — ——| XFS—CV SUB-SURFACE DRIP IRRIGATION FOR PLANTING AREAS WITH 20 12" 40
— —— —— ——| GROUNDCOVER, SHRUBS AND TREES. ABOVE NOTED DRIPLINE IS
— —— — ——| DESIGNED WITH .40 GPH EMITTERS SPACED AT 12 INCHES APART AND A
— —— —— ——| ROW SPACING OF 12" INCHES
———— NOTE: XFS—CV HAS A CHECK VALVE INTEGRATED
NO SYMBOL RAINBIRD 'OPERIND’ DRIP SYSTEM OPERATION/PRESSURE INDICATOR STAKES, PROVIDE FOR EACH ZONE
NO SYMBOL RAINBIRD SOIL STAPLES, AT 5 FEET ON CENTER
NO SYMBOL RAINBIRD DRIPLINE FLUSH VALVE: 1 PER IRRIGATION ZONE. LOCATE AT LOWEST ELEVATION
WITHIN EACH ZONE, INSTALL IN 10" VALVE BOX
SYMBOL DESCRIPTION

CLIENT:

bp
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ARCO

BP WEST COAST PRODUCTS, LLC

®
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VALVE FOR TREE BUBBLER IRRIGATION, RAINBIRD XCZ—100—PRF 1" MEDIUM FLOW
ELECTRIC REMOTE CONTROL VALVE. INSTALL IN CARSON TRUST BLACK COLORED

FOR TREE, SHRUB, AND GROUND COVER VALVES
VALVES FOR DRIP IRRIGATION:

RAINBIRD XCZ-150—-LCS 1.5" MEDIUM FLOW ELECTRIC REMOTE CONTROL VALVE (15—62 GPM),
RAINBIRD XCZ—100—PRF 1" MEDIUM FLOW ELECTRIC REMOTE CONTROL VALVE (3-15 GPM)

INSTALL THE XCZ—100—PRF ON HYDROZONES #8 AND #14. ALL OTHERS TO BE XCZ-150-LCS
NSTALL IN CARSON TRUST BLACK COLORED FOR TREE, SHRUB, AND GROUND COVER VALVES

TYPICAL VALVE CALL-OUT

m VALVE STATION NUMBER
VALVE GPM

q 155 =
VALVE SIZE

HUNTER:

|-CORE IRRIGATION CONTROLLER, (HARDWIRE CONNECTION); PROVIDE GROUND AND BATTERIES PER

MFR. SPECS. MOUNT IRRIGATION CONTROLLER INSIDE LOCKABLE STEEL CABINET. SEE DETAIL THIS SET

HUNTER SOLAR SYNC RAIN FREEZE SENSOR COMBO, MOUNT TO EXTERIOR OF STEEL IRRIGATION

CONTROLLER ENCLOSURE. WIRE DIRECTLY TO CONTROLLER.

RAINBIRD EFB—CP 1" MASTER VALVE (NORMALLY CLOSED) AND FS100B 1" FLOW SENSOR. SEE DETAIL THIS SET.
WIRE FLOW SENSOR BACK TO CONTROLLER WITH PE—39 DATA CABLE

(ON CONTROLLER, SET UP MASTER VALVE WATER—WINDOW DURING DAYTIME HOURS SO MAINLINE IS

PRESSURIZED FOR USE OF QUICK COUPLERS

RAINBIRD 44—LRC 1” QUICK COUPLER, WITH LOCKING RUBBER COVER, 2—PIECE BODY. PROVIDE KEYS TO OWNER
BALL VALVE. NIBCO T-FP—-600a FULL PORT BRASS OR KBI SCH 80 OVC TRUE UNION TYPE

IRRIGATION POINT OF CONNECTION WITH NEW 1" WATER METER AND 1" BACKFLOW PREVENTION DEVICE. SEE
DETAILS THIS SET. SEE CIVIL SET FOR WATER METER DETAIL

MAINLINE — SCH 40 PVC (18" COVER); 1-1/2" SIZE MINIMUM

LATERAL — SCH 40 PVC (12" COVER); SIZE PER TABLE, 3/4” SIZE MINIMUM

NEW IRRIGATION SLEEVE — CLASS 200 PVC; 24" MINIMUM COVER AT VEHICLE CROSSINGS; TWICE THE SIZE OF
INSERT PIPE AND/OR WIRES, 4" SIZE MINIMUM, COORDINATE WITH GENERAL AND PAVING CONTRACTORS.
COORDINATE ASPHALT AND CONCRETE CUTTING WITH GENERAL CONTRACTOR

PIPE SIZING SCHEDULE

TYPE OF PIPE 3/4" |17 1.1/4” 1.1/2” 2" 2 1/2"
SCHEDULE 40 PVC: MAINLINE 8 12 22 30 50 75 FLOW GPM
AND LATERALS

\

\

Barghausen
Consulting Engineers, Inc.

18215 72nd Avenue South
Kent, WA 98032

4252516222
barghausen.com

DATE REVISION DESCRIPTION

9/18/25 | PER SHADING REQ'S

e e e BB e

DEVELOPMENT INFORMATION:

ARCO NTI

2900 am/pm
FUEL CANOPY w/ 6 MPD's
105' CAR WASH

SITE ADDRESS:

4221 MISSOURI FLAT RD

@ FORNI ROAD
PLACERVILLE, CALIFORNIA

FACILITY #TBD

DESIGNED BY: ALLIANCE Z&DM:

TCR

CHECKED BY: JMV BP REPM:

DRAWN BY: TCR ALLIANCE PM:

VERSION: _[PROECT No:
21517
DRAWING TITLE:
PRELIMINARY

IRRIGATION PLAN

SHEET NO:

L4 of 4
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO

EXHIBIT J - PHOTOMETRIC PLAN & LIGHTING INVENTORY
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FIXTURE A 19 X 3,600 = 68,400
FIXTURE C 1/ X 3,966 = 6/,42¢2
calculation sunmary FIXTURE G 1 X 10,568 = 10,568
Lakel CalcType Units Avag Max Min Ava/Min Max/Min FIXTURE M oY 6557 = 13114
; ) - )
ALL CALC POINTS [Huminance Fc 1.97 6e.4 0.0 N.A, N.A. CIXTURE SP £ X 9657 57 9P
. ) - )
VACUUM [Huminance Fc 13.48 169 10,7 1.26 1.8
CANORY [Huminance Fc 4845 624 c9.e 1.66 214
INSIDE CURB Tluminance Fc 458 36.9 0.1 45.80 369.00 ToOTAL SITE LUMENS = 217,466

Luminaire Schedule

Symbol

Qty

Label

ArrangementT

Description

MounTting Height

LLD

LLF

Arr, Lum. Lumens

Arr, Watts

19

SINGLE

GPXe-SO-2UK-UVIO-120V FIXTURE BY OTHERS

107

1.000

1.000

3600

e/

14

SINGLE

XSPS-=S-LED-SS-CW-DFL

107

1.000

1.000

3966

311

SINGLE

XSPS=S-LED-SS-Cw-DF L DIMMED 907%

10

1.000

0.100

3966

311

NN

SINGLE

SRWM-8-LED-13-LF-350

10

1.000

1.000

10568

926.06

SINGLE

XWM-FT-LED-06L-50 MTD e 10 DIMMED 807%

10

1.000

0.200

6557

47

SINGLE

SLM-LED-09L-SIL-FT-50-/70CRI-SINGLE

l6’POLE+2'BASE

1.000

1.000

9657

63

18

SG

SINGLE

SCV-LED-15L-SC-20

157

1.000

1.000

19383

104

PHOTOMETRIC EVALUATION
NOT FOR CONSTRUCTION

Based on the information provided, all dimensions and luminaire locations
shown represent recommended positions., The engineer and/or architect must
determine the applicability of the layout to existing or future field conditions.

This lighting plan represents illumination levels calculated from loaboratory data
taken under controlled conditions in accordance with The Illuminating Engineering
Society (IES) approved methods. Actual performance of any manufacturer’s luminaires
may vary due to changes in electrical voltage, tolerance in lamps/LED's and other
variable field conditions. Calculations do not include obstructions such as buildings,
curbs, landscaping, or any other architectural
noted does not include mounting hardware or poles, This drawing is for photometric

elements unless noted, Fixture nomenclature

evaluation purposes only and should not be used as o construction document or as o final

cdocument for ordering product.

Photometric doata for fixture type “A’ is

based upon oanother moanufacturer’s test data

and as a result can not ke verified by LSI
Industries for this calculation,

Total Project Watts

Total Watts = 348176

[

X

10000 ALLIANCE RD. CINCINNATI, OHIO 45242 USA
(513> 793-3200 * FAX (S13) 793-6023

LIGHTING PROPOSAL

LO-154192-4

ARCO
MISSOURI FLAT RD & FORNI RD
PLACERVILLE,CA
SHEET 1
BY:MWE DATE12-13-23 REV:08-27-25
orF 1
SCALE: 17=40" 0 40

o ™ sy
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT J - PHOTOMETRIC PLAN & LIGHTING INVENTORY

APPENDIX A

EL DORADO COUNTY
Lighting Inventory

Section A Project Information:
. Creekside Plaza

Project Name & File No:

Site Address or Location: NWWC Missouri Flat Road and Forni Road
Placerville, CA 95667
327-211-025

TBD

APN: Building Permit #

Section B.1 Lighting Allowance
As a reference source, please review the Outdoor Lighting Ordinance, Chapter 130.34
(Outdoor Lighting) of Title 130 of the County Code of Ordinances.

1 OO’OOO Maximum lumens (CR, RC, or RR)
X 2.64 Total project area (Acres or net acres)
_ 264,000

Maximum Lumen Output Allowed

Section B.2 Preliminary Lighting Use

(A) (B) © (D) (E) (DxE)
Number of
Lamp Type Watts | Lighting Plan lamps/ Initial Lumen Total Unit
per lamp Key (ID#) Length in feet Output Lumen Output
(Neon only)
See photometric| 27 A 19 3,600 | 68,400
See photometric| 31.1 C 14 3,966 55,524
See photometric| 31 .1 C1 3 3,966 11,898
See photometric| 96.06 G 1 1 0,568 1 0,568
See photometric| 47 M 2 6,557 13,114
See photometric| 63 S2 6 9,657 57,942
Total Lumen
Output See next Pg
Appendix A:
El Dorado County Outdoor Lighting Standards
Lighting Inventory Page 1 of 2
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT J - PHOTOMETRIC PLAN & LIGHTING INVENTORY

APPENDIX A

EL DORADO COUNTY
Lighting Inventory

Section A Project Information:
. Creekside Plaza

Project Name & File No:

Site Address or Location: NWWC Missouri Flat Road and Forni Road
Placerville, CA 95667

327-211-025 TBD

Building Permit #

APN:

Section B.1 Lighting Allowance
As a reference source, please review the Outdoor Lighting Ordinance, Chapter 130.34
(Outdoor Lighting) of Title 130 of the County Code of Ordinances.

1 OO’OOO Maximum lumens (CR, RC, or RR)
X 2.64 Total project area (Acres or net acres)
_ 264,000

Maximum Lumen Output Allowed

Section B.2 Preliminary Lighting Use

(A) ®) © D) (E) (DxE)
Number of
Lamp Type Watts | Lighting Plan lamps/ Initial Lumen Total Unit
per lamp Key (ID#) Length in feet Output Lumen Output
(Neon only)
See photometric| 104 SG 18 15,383 | EXEMPT

ot | 217,446

Appendix A:
El Dorado County Outdoor Lighting Standards
Lighting Inventory Page 1 of 2
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PD-R21-0002/CUP21-0004/P-E25-0001 CREEKSIDE PLAZA ARCO
EXHIBIT J - PHOTOMETRIC PLAN & LIGHTING INVENTORY

APPENDIX A

Design Certification:
This form must be completed and signed by the design professional, as defined under
Subsection 3.2 (Definitions) of the Community Design Standards (Outdoor Lighting).

“I/we certify that the design and technical specifications are compliant with the requirements in
Community Design Standards (Outdoor Lighting).”

Signature Date
08/27/2025
Name (Print) Title
Daniel Goalwin Licensed Architect
Telephone No. E-mail Address
425-656-7441 dgoalwin@barghausen.com
License or Certification No.
18865
Company Street Address
Barghausen Consulting Engineers, Inc 18215 72nd Avenue South
City State and Zip Code
Kent WA 98032

Section C Construction and Installation Certificate of Completion
This form must be completed and signed by the design professional or the licensed contractor
who installed the system.

“I/'we certify that based upon periodic site observations, the work has been completed in
accordance with the Community Design Standards (Outdoor Lighting) and that the lighting
system was built and installed according to the design specifications certified above.”

Signature Date
Name (Print) Title
Telephone No. E-mail Address

License or Certification No.

Company Street Address

City State and Zip Code

Appendix A:

El Dorado County Outdoor Lighting Standards

Lighting Inventory Page 2 of 2
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